
Chassis Quick 
Installation Guide
For the CoreBuilder® 9000 Enterprise Switch 8-slot Chassis and 
16-slot Chassis
Read this document before you attempt to install the CoreBuilder® 9000 
Enterprise Switch 8-slot chassis (Model Number 3CB9E8) or the 16-slot 
chassis (Model Number 3CB9E16).

This guide is intended for the system or network administrator who is 
responsible for installing and managing the network hardware.

WARNING: The CoreBuilder 9000 chassis must be installed, removed, or 
replaced only by trained service personnel. Do not attempt to install, 
remove, or replace a CoreBuilder 9000 chassis if you have not had the 
proper training from 3Com. For information about 3Com’s training 
offerings, call 1-800-NET-3COM, then press option 3. Outside the United 
States, contact your local 3Com office.

This document explains how to unpack and install a CoreBuilder 9000 
8-slot chassis (Figure 1) and 16-slot chassis (Figure 2).

WARNING: You can install the CoreBuilder 9000 chassis on a table or a 
shelf, or into a rack. To minimize the risk of personal injury or equipment 
damage, 3Com recommends that at least two people perform a chassis 
installation.
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Figure 1   CoreBuilder 9000 Enterprise Switch 8-slot Chassis
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Figure 2   CoreBuilder 9000 Enterprise Switch 16-slot Chassis

Unless otherwise noted, the same installation procedures apply to both 
the CoreBuilder 9000 8-slot chassis and the 16-slot chassis.

For additional chassis preinstallation information, see Appendix B in the 
CoreBuilder 9000 Enterprise Switch Getting Started Guide.
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Switch Setup Tasks Figure 3 illustrates the tasks to perform to set up a CoreBuilder 9000 
8-slot or 16-slot Enterprise Switch.

Figure 3   Setup Tasks for CoreBuilder 9000 Enterprise Switch 8-slot Chassis and 
16-slot Chassis 
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Unpacking
Instructions

Follow these steps:

1 Place the chassis shipping box near the rack, the table, or the shelf where 
you plan to install the chassis.

WARNING: Safety regulations state that the selected table, shelf, or rack 
must be able to support at least three times the weight of a fully loaded 
chassis.

■ A fully loaded 8-slot chassis weighs approximately 71.7 kg (158 lb). 
Therefore, the selected table, shelf, or rack must support at least 
215.1 kg (474 lb).

■ A fully loaded 16-slot chassis weighs approximately 88.5 kg (195 lb). 
Therefore, the selected table, shelf, or rack must support at least 
265.5 kg (585 lb).

2 Cut the tape that covers the seam on the top of the box.

3 Remove the following items (Figure 4) from the top of the shipping box:

■ One hardware kit in a plastic bag (Part Number 10002489 16SL HDW)

■ Four plastic feet to mount to the bottom of the chassis (for a 
tabletop installation)

■ Four 6-32 Phillips-head screws to mount the feet

■ Twelve rack-mount clips for a rack-mount installation

■ Twelve 10-32 Phillips-head screws to attach the chassis to the rack 

■ One plastic label bezel to snap into the top front of the 8-slot chassis 
and the 16-slot chassis

■ One plastic power supply air grille bezel to cover the power supply bay 
for the 16-slot chassis only

CAUTION: To prevent the plastic label bezel from being damaged, do not 
attach it to the chassis until after you have installed all components into 
the chassis and you are ready to power on the Switch.

■ One pair of universal mounting shelves (brackets) 

■ One documentation kit that contains:

■ Documentation CD-ROM

■ Chassis Quick Installation Guide for the CoreBuilder 9000 
Enterprise Switch 8-slot Chassis and 16-slot Chassis (this guide)

■ CoreBuilder 9000 Enterprise Switch Getting Started Guide 
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■ CoreBuilder 9000 Web Management User Guide

■ Power Supply Installation Guide for the CoreBuilder 9000 
Enterprise Switch 8-slot Chassis and 16-slot Chassis

■ CoreBuilder 9000 Documentation Overview

■ One chassis rack-mount template

The contents at the top of the shipping box are the same for the 16-slot 
chassis and the 8-slot chassis. However, the 16-slot chassis shipping box 
also contains the plastic power supply air grille bezel (Figure 4).
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Figure 4   Contents of the CoreBuilder 9000 Chassis Shipping Box
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4 Remove the top foam packing material (Figure 5).

Figure 5   Removing the Chassis Shipping Box

5 On the outside of the shipping box on the skid, remove the locking 
inserts. To release the inserts easily, push in on the inner latch mechanism 
at the same time that you pinch together the top of the inner latch 
mechanism, and then pull the inserts out. 

See the diagrams of the locking inserts on the outside of the shipping box 
just above the locking inserts.

6 Remove the corrugated sleeve by pulling it straight up (Figure 5). 
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The 8-slot chassis is shipped with module slot 1, slot 7, and slot 9 empty; 
power supply slot 1 empty; and management module slot 9 empty. No 
blank faceplate covers these slots. See Figure 6.

Figure 6   The CoreBuilder 9000 8-slot Chassis is Shipped with These Slots Empty

After you receive the chassis, remove the faceplate from power supply 
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R CoreBuilder
® 9000

1 2 3 4 5 6 7 8 9 10

Power supply
slot 1

Interface
module
slot 1

Switch fabric module
slot 7

Management
module
slot 9

Power supply
slot 3



10 Chassis Quick Installation Guide
The 16-slot chassis is shipped with module slot 1, slot 8, and slot 17 
empty; power supply slot 1 empty; and management module slot 17 
empty. No blank faceplate covers these slots. After you receive the 
chassis, remove the faceplate from power supply slot 4 to help make 
chassis installation easier. See step 8 in this section.

Figure 7   The CoreBuilder 9000 16-slot Chassis is Installed with These Slots 
Empty

R CoreBuilder
® 9000

1 2 3 4 5 6 7 8 12 13 169 10 11 14 15

Switch
fabric module

slot 8

Interface
module
slot 1

Power supply
slot 1

Management
module
slot 17

Power supply
slot 4



Chassis Quick Installation Guide 11
7 While the 8-slot chassis or the 16-slot chassis is still in the base of the 
shipping box, have one person grasp the chassis and tilt the chassis 
backward.

8 To make chassis installation easier, remove another blank faceplate from a 
power supply slot.

a While the 8-slot chassis is in this position, and using a flat-blade 
screwdriver, remove the blank faceplate from power supply slot 3 only. 
See Figure 6.

b While the 16-slot chassis is in this position, and using a flat-blade 
screwdriver, remove the blank faceplate from power supply slot 4 only. 
Power supply slots are numbered one through four, from left to right 
(Figure 7). 

9 Using two people, lift the CoreBuilder 9000 8-slot chassis or 16-slot 
chassis out of the shipping box base and place the chassis on the floor in 
front of the rack, table, or shelf that you plan to use.

■ To help you hold onto the 8-slot chassis when you lift it, you can place 
one hand into the empty power supply slot 3. The other person places 
one hand into empty power supply slot 1. 

■ To help you hold onto the 16-slot chassis when you lift it, you can 
place one hand into the empty power supply slot 4. The other person 
places one hand into empty power supply slot 1. 

10 Inspect the chassis for damage. If the chassis appears to be damaged, 
repack it in the shipping box and contact your local supplier. 

The shipping box is reusable; place all packing materials in the chassis 
shipping box and store the shipping box for future use.
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Preinstallation
Guidelines

This section provides safety precautions, installation guidelines, and 
location requirements to help you install the CoreBuilder 9000 8-slot 
chassis and 16-slot chassis into your environment.

Safety Precautions

Read this section before you install the CoreBuilder 9000 8-slot chassis or 
16-slot chassis.

WARNING: The rack-mount installation requires at least two people. Do 
not attempt to install the chassis alone. To reduce the possibility of 
personal injury or serious damage to the chassis when you install the 
chassis into a rack, first install the mounting shelves that are shipped with 
your chassis. The mounting shelves help hold the chassis in place while 
you secure the chassis to the rack. Rest the chassis on the mounting 
shelves and continue to support the chassis until after you have securely 
installed at least four of the eight screws (two screws per rack-mount 
flange) for the chassis. 

If you do not use the mounting shelves and then you attempt to place the 
weight of the rack-mounted chassis on fewer than four fully installed 
screws, the chassis may drop off of the rack. Personal injury or serious 
damage to the chassis may result. The tabletop or shelf installation also 
requires at least two people to lift the chassis onto the table or shelf.

WARNING: The chassis has two stationary, preinstalled flange pins 
located in the Telco rack slot. Use these flange pins only to help position 
the chassis. Do not use these pins to support the full weight of the 
chassis.

WARNING: When the CoreBuilder 9000 8-slot chassis is fully loaded with 
modules and load-sharing power supplies, the chassis weighs 
approximately 71.7 kg (158 lb). When the 16-slot chassis is fully loaded 
with modules and load-sharing power supplies, the chassis weighs 
approximately 88.5 kg (195 lb). Therefore, for a rack installation, install 
the mounting shelves and then your 8-slot chassis or your 16-slot chassis 
before you install modules and power supplies. 



Chassis Quick Installation Guide 13
WARNING: Safety regulations state that the selected table, shelf, or rack 
must be able to support at least three times the weight of a fully loaded 
chassis.

■ A fully loaded 8-slot chassis weighs approximately 71.7 kg (158 lb). 
Therefore, the selected table, shelf, or rack must support at least 
215.1 kg (474 lb).

■ A fully loaded 16-slot chassis weighs approximately 88.5 kg (195 lb). 
Therefore, the selected table, shelf, or rack must support at least 
265.5 kg (585 lb).

WARNING: To ensure mechanical stability and to avoid circuit 
overloading and improper grounding, follow the rack manufacturer’s 
instructions for rack installation. If the instructions are unclear, consult a 
qualified electrician.

Before You Begin

Before you install the 8-slot chassis or 16-slot chassis:

■ Move the CoreBuilder 9000 chassis close to where you plan to install 
it. Place the chassis in front of the rack, table, or shelf that you plan to 
use.

■ For a rack installation, make certain that you have a Phillips 
screwdriver and a flat-blade screwdriver, the two mounting shelves, 
and the 12 screws (from the hardware kit) available when you begin 
to install the chassis.

■ For a tabletop or shelf installation, make certain that you have a 
Phillips screwdriver or flat-blade screwdriver and the hardware kit 
available.

Before you attempt to mount the chassis in a rack, use the following 
rack-mount installation guidelines to ensure your safety and optimal 
performance. Review the guidelines before you install the chassis in a 
rack.

■ Because the equipment rack environment can cause increased 
ambient temperatures and reduced air flow, review the chassis 
specifications and site requirements in Appendix A and Appendix B of 
the CoreBuilder 9000 Enterprise Switch Getting Started Guide.

Figure 8 shows two types of racks that you can use.
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Figure 8   Rack Types

■ Bolt the rack to the floor.

■ Brace the top of the rack against the wall.

■ Make certain that the rack is properly aligned and squared. Use a 
framing tool to ensure that the rack is squared.

■ To help support the chassis while you install it in a rack, install the 
mounting shelves that are shipped with your chassis.

■ If you install more than one chassis in a rack, install the bottom chassis 
first. Make certain that there is sufficient space between the bottom 
chassis and the top chassis to provide space for an optional cable 
management device. 

■ Position the rack-mount clips if you are going to use them for the 
rack-mount installation.

■ If you install the chassis in Metric rack slots, install the clip nuts and 
screws in the closed slots of the rack-mount flanges. 

■ If you install the chassis in Telco rack slots, position the chassis and 
then install the screws and rack-mount clips in the open slots.
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■ If you want to use an optional cable management device, install it 
above or below the chassis (depending on which type of device you 
choose). You can install the chassis in the rack either before or after 
you install a cable management device. 

■ Use the following guidelines to tighten screws to Torque Specification:

■ Faceplate thumbscrews — 5-7 in/lb (inch-pounds)

■ #10 screws for holding the chassis and mounting shelves onto the 
rack rail — 22-25 in/lb

To ensure that you tighten screws to Torque Specification, use a torque 
screwdriver.

Location Requirements 

Install a CoreBuilder 9000 8-slot chassis and 16-slot chassis in an area 
that meets the following requirements: 

■ Ambient (room) temperature is from 0 °C to 50 °C (32 °F to 122 °F). 

■ Relative humidity is between 10 and 90 percent, noncondensing. 

■ The table, shelf, or rack on which you mount the chassis supports at 
least three times the weight of a fully loaded chassis.

■ There is at least 91.4 cm (36 in.) in back of the chassis to remove and 
replace fan trays and to ensure proper cooling in the chassis.

■ The power source is within approximately 2 meters (6.6 feet) of the 
location where you plan to install the CoreBuilder 9000 Enterprise 
Switch.

■ Each of the power supplies connects to a dedicated socket. Do not 
connect the power supplies to a power strip.

■ For a tabletop or shelf installation, the surface on which you want to 
locate the CoreBuilder 9000 chassis is level. 

■ For rack installations, the selected rack is grounded in accordance with 
the rack manufacturer’s recommendations. 

Selecting the Slot on the Rack

The 8-slot chassis and 16-slot chassis have two slot types on the 
rack-mount flanges to mount the chassis in a rack. Figure 9 shows the 
Telco and Metric slots and the location of the preinstalled rack-mount 
flange on the 8-slot chassis. Figure 10 shows the Telco and Metric slots 
and the location of the preinstalled rack-mount flange on the 16-slot 
chassis. 
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Figure 9   Preinstalled Rack-mount Flange Location and Slot Types on the 
CoreBuilder 9000 8-slot Chassis 

Figure 10   Preinstalled Rack-mount Flange Location and Slot Types on the 
CoreBuilder 9000 16-slot Chassis 
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Using the Chassis Rack-mount Template

Use the paper rack-mount chassis template (which is an accurate copy of 
the chassis rack-mount flange) to help you position the mounting shelves 
and the CoreBuilder 9000 chassis when you install them into a rack. See 
Figure 2. The chassis rack-mount template is designed for use with:

■ Racks that have rack slot hole distances as shown in Figure 11. Your 
rack can have either round or square rack slot holes.

■ Telco (open) rack slots.

Installing the
Mounting Shelves

The 8-slot chassis and the 16-slot chassis are shipped with two mounting 
shelves and screws. Install one mounting shelf on each side of the rack. 
The top slot on the mounting shelf is equipped with an alignment pin to 
help you insert and position the mounting shelf in the rack.

CAUTION: On some racks, the mounting shelf may not align easily to 
install the two mounting shelf screws. One screw per mounting shelf can 
support an empty chassis. However, make certain to secure the chassis to 
the rack before you add any other components.

The use of clip nuts is optional.

To install the mounting shelves, follow these steps:

1 Obtain the chassis rack-mount template, two mounting shelves, four 
screws, and four clip nuts (optional) that you received in the shipping box. 

2 Locate where you want to install the mounting shelves.

a While you hold the chassis rack-mount template in place, locate the 
slots on each rack rail to mount the shelves.

b Mark the desired positions on the rack.

The rack has a series of paired and single slots that are positioned with 
specific distances between each slot (Figure 11).
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Figure 11   Slots on the Rack and Distances Between Each Slot

3 Insert a mounting shelf in the rack.

a Select the desired rack slot position, using the top slot of a pair of slots 
for the mounting shelf alignment pin (Figure 12).

b Slide the two clip nuts onto the selected rack slot position (optional).

c Insert the alignment pin (Figure 12) into the rack slot.

If the rack you are using to install the chassis is not threaded, apply 
pressure and push up on the mounting shelf to align the hole properly 
with the rack slot hole. The alignment pin on the mounting shelf will then 
insert easily into the rack.
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4 Using a Phillips screwdriver or flat-blade screwdriver, insert the two 
screws and tighten (Figure 12).

Figure 12   Installing a Mounting Shelf into the Rack

5 Repeat steps 3 and 4 to mount the other shelf on the opposite rack rail.

Make certain that the mounting shelf is aligned to the same rack slot 
positions on both sides of the rack.
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Installing the Chassis This section describes how to install the chassis:

■ In a rack without clip nuts

■ In a rack with clip nuts

■ On a table or a shelf

You may have other types of racks at your site. Follow the manufacturer’s 
suggested installation procedures.

Before you begin, examine the rack to determine if you need to use clip 
nuts in this installation.

Installing the Chassis in a Rack Without Clip Nuts

Follow these steps to mount the 8-slot chassis or the 16-slot chassis in a 
rack. Use at least two people to perform this installation.

You have already installed the mounting shelves into the rack and you 
have the rack-mount screws and a Phillips screwdriver or flat-blade 
screwdriver available.

1 Obtain the chassis rack-mount template that you received in the shipping 
box.

2 Align the template to match the slots of one of the mounting shelves. 

3 While you hold the template in place, locate the holes on the rack where 
you want to place the chassis. Make certain that the holes on the 
template match up with the rack slot holes. 

4 Locate and mark the holes on the rack, at the top and the bottom where 
you want to place the chassis and the screws.

5 Prepare to lift the chassis.

For the 8-slot chassis:

a Standing on one side of the chassis, one person places a left hand in 
power supply slot 3 and with the right hand grasps the handle at the 
top rear of the chassis.

b The other person, who is standing on the opposite side of the chassis, 
places a right hand in power supply slot 1 and with the left hand 
grasps the handle on the top rear of the chassis.



Chassis Quick Installation Guide 21
For the 16-slot chassis:

a Standing on one side of the chassis, one person places a left hand in 
power supply slot 4 and with the right hand grasps the handle at the 
top rear of the chassis.

b The other person, who is standing on the opposite side of the chassis, 
places a right hand in power supply slot 1 and with the left hand 
grasps the handle on the top rear of the chassis.

6 Two people lift the chassis through the front of the rack and onto the 
mounting shelves. Continue to support the chassis until after you have 
securely installed at least four of the eight screws (two screws per 
rack-mount flange) for the chassis. 

7 Slide the chassis into the rack, using the mounting shelves for support, 
until both rack-mount flanges are flush with the front of the rack.

Use the preinstalled flange pins in the Telco rack slot to position the 
chassis at the desired slot position in the rack.

WARNING: Support the back of the chassis until the two bottom screws 
are fully inserted. 

8 While the chassis rests on the mounting shelves and you support the 
chassis, insert one bottom screw on each side of the chassis and then 
tighten the screw.

Tighten the #10 screws that hold the chassis onto the rail to a Torque 
Specification of 22-25 in/lb (inch-pounds).

9 Insert one top screw on each side of the chassis and then tighten the 
screw. 

10 Install all remaining screws and tighten them.

CAUTION: To prevent the plastic label bezel from being damaged, do not 
attach it to the chassis until after you have installed all components into 
the chassis and you are ready to power on the Switch.

11 Attach the plastic label bezel to the 8-slot chassis or the 16-slot chassis.

a With both hands, grasp the plastic label bezel and face the front of 
the chassis.

b Snap the plastic label bezel onto the top front of the chassis to secure 
it.
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Installing the Chassis in a Rack Using Rack-Mount Clip Nuts 

Follow these steps to mount the chassis in a rack when you use 
rack-mount clip nuts. 

Not all racks require that you use rack-mount clips. Use whatever method 
of rack-mount equipment that you have to meet installation 
requirements in a rack.

Use at least two people to perform this installation.

You have already installed the mounting shelves into the rack and you 
have the clip nuts with rack-mount screws and a Phillips screwdriver or 
flat-blade screwdriver available.

1 Obtain the chassis rack-mount template that you received in the shipping 
box.

2 Align the template to match the slots of one of the mounting shelves. 

3 While you hold the template in place, locate the holes on the rack where 
you want to place the clip nuts. Make certain that the holes on the 
template match up with the rack slot holes. 

4 Mark the holes on the rack, at the top and the bottom where you want 
to place the clip nuts and the screws.

5 Install the clip nuts on the rack in the positions that you selected. See 
Figure 13. 

The rack slots are not equally spaced, so align the clip nuts to the slots 
properly for the screws to be easily installed.
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Figure 13   Installing a Rack-mount Clip in the Rack

6 Slide the chassis into the rack, using the mounting shelves for support, 
until both chassis rack-mount flanges are up against the rack. Push until 
the chassis rack-mount flanges are flush with the rack.

7 Using the preinstalled flange pins for guidance, match the slots on the 
rack-mount flange to each clip nut on the rack.

WARNING: Support the back of the chassis until the two bottom screws 
are fully inserted. 

8 Secure the chassis to the rack with the screws provided (eight 10-32 inch 
screws) and with the rack-mount clips.

a Install one screw on each side in the bottom slot on each rack-mount 
flange. 

b Allow the weight of the chassis to rest on the mounting shelves and 
install the remaining screws while you continue to support the chassis.

c Tighten all screws completely. 

Tighten the #10 screws that hold the chassis onto the rail to a Torque 
Specification of 22-25 in/lb (inch-pounds).

CAUTION: To prevent the plastic label bezel from being damaged, do not 
attach it to the chassis until after you have installed all components into 
the chassis and you are ready to power on the Switch.

10-32 inch screw

Rack rail

Be sure to thread the screw
through this nut to securely
attach each clip to the rack

Top view
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9 Attach the plastic label bezel to the chassis.

a With both hands, grasp the plastic label bezel and face the front of 
the chassis.

b Snap the plastic label bezel onto the top front of the chassis to secure 
it.

Installing the Chassis on a Table or Shelf

This section describes how to attach plastic feet to the chassis and how to 
install the chassis on a table or a shelf.

WARNING: When you install the chassis on a table or shelf, do not use 
the optional cable management device. The chassis can tip over under 
certain conditions. Hardware damage or personal injury can result. 

WARNING: Safety regulations state that the selected table or shelf must 
be able to support at least 215.1 kg (474 lb), which is three times the 
weight of a fully loaded 8-slot chassis and at least 265.5 kg (585 lb), 
which is three times the weight of a fully loaded 16-slot chassis.

Attaching the Chassis Feet To install plastic, molded feet on the 
CoreBuilder 9000 chassis, follow these steps:

1 Using at least two people, prepare to lift the chassis onto the table or 
shelf.

For the 8-slot chassis: 

a Standing on one side of the chassis, one person places a left hand in 
power supply slot 3 and with the right hand grasps the handle at the 
top rear of the chassis.

b The other person, who is standing on the opposite side of the chassis, 
places a right hand in power supply slot 1 and with the left hand 
grasps the handle on the top rear of the chassis.

For the 16-slot chassis:

a Standing on one side of the chassis, one person places a left hand in 
power supply slot 4 and with the right hand grasps the handle at the 
top rear of the chassis.

b The other person, who is standing on the opposite side of the chassis, 
places a right hand in power supply slot 1 and with the left hand 
grasps the handle on the top rear of the chassis.

2 Two people lift the chassis onto the table or shelf.
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3 Position the chassis on its side so that you can access the bottom of the 
chassis.

4 Remove the four feet and the four screws from the hardware kit.

5 Using a flat-blade screwdriver, screw the feet to the bottom of the 
chassis. See Figure 14.

Figure 14   Attaching Plastic Feet to the CoreBuilder 9000 Chassis

Installing the Chassis on a Table or Shelf To install the chassis on a 
table or on a shelf, follow these steps:

1 Using at least two people, lift and turn the chassis upright on its installed 
plastic feet.

2 Position the chassis on the table or shelf so that the chassis rests upright 
squarely on the table or on the shelf (on all four feet).

3 Ensure that the front and the rear of the chassis are unobstructed and 
easy to reach.

CAUTION: To prevent the plastic label bezel from being damaged, do not 
attach it to the chassis until after you have installed all components into 
the chassis and you are ready to power on the Switch.

4 Attach the plastic label bezel to the chassis.

a With both hands, grasp the plastic label bezel and face the front of 
the chassis.

b Snap the plastic label bezel onto the top front of the chassis to secure 
it.
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Optional Cable
Management Device

3Com offers two ring cable management devices. You may have other 
types of cable management devices at your site. Follow the 
manufacturer’s suggested installation procedures.

The Ring Cable Management Devices (Model Numbers 3C95CM1 and 
3C95CM2) manage module cables from the top or bottom of the 8-slot 
chassis and the 16-slot chassis. 

There are two types of ring cable management devices (Figure 15):

■ One-position, deep ring, cable management device that can 
accommodate up to 100 Category 5 cables

■ Double-density, deep ring, cable management device that can 
accommodate up to 200 Category 5 cables

Figure 15   Ring Cable Management Devices

One-position deep ring

Double-density deep ring
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The ring cable management device accessory kit includes:

■ Four #10-24 5/8-inch screws and rack-mount clips

■ Four #10 nylon flat washers

Cable Management Device Preinstallation Guidelines

Before you install any cable management device in a rack, determine 
which cable management device rack-mount position is best by 
examining the:

■ Location in the rack where you plan to install the chassis 

■ Depth of the rack in which you plan to install the chassis

■ Space required for proper ventilation of the chassis

■ Space required for module cables to bend 

■ Proximity of other devices in the rack and their installation or 
environmental requirements

CAUTION: To be able to remove and replace a fan tray and for proper 
ventilation, keep the rear of the chassis at least 91.4 cm (36 in.) from the 
rear wall.

Be sure to select a rack position that leaves sufficient room for you to 
install the cable management device. The recommended minimum space 
that is required between the front of the chassis and another vertical 
surface (such as a rack door) is 8 cm (3 in.).

Installing Ring Cable Management Devices

You can install the cable management device for a CoreBuilder 9000 
chassis in a rack either immediately above or immediately below the 
chassis. However, for ease of use and optimal cable management, 
position the ring cable management device on top of the chassis.

To install either of the ring cable management devices (the one-position 
cable ring or the double-density cable ring), follow these steps:

1 Position the ring cable management device on the rack.

2 Select any two rack slots on either side of the ring cable management 
device. 
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3 Using a Phillips screwdriver or flat-blade screwdriver, secure the ring cable 
management device to the rack with the screws that are provided (four 
10-24 x 5/8 inch screws) and with the rack-mount clips.

a If you use the rack-mount clips, attach the nylon flat washers to the 
back of the screws (to protect the face of the ring cable management 
device), and place the rack-mount clips on the rack rail.

b In the selected slot, install one screw on each side.

c Tighten the screws completely.

d Install the remaining screws and washers in available slots (for a total 
of four screws per ring cable management device). 

e Tighten the remaining screws with washers completely.

To increase the cable management capacity of your Switch, you can 
install additional ring cable management devices in a rack. Position one 
over the other with some space between each of them.
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Where to Go from
Here

To get your CoreBuilder 9000 Enterprise Switch and its components 
installed and configured so that you can connect it to your network, 
follow the setup tasks shown in Figure 3. If you need more details about 
each setup task, see the indicated CoreBuilder 9000 documents.

Locating 3Com
User Documentation

The CoreBuilder 9000 Enterprise Switch Getting Started Guide is available 
in Adobe Acrobat Portable Document Format (PDF) format on the 
CoreBuilder 9000 Documentation CD-ROM.

The CD-ROM also contains:

■ Additional CoreBuilder 9000 documents in Adobe Acrobat format

■ Adobe Acrobat Reader and Reader installation instructions

If you have difficulty installing the Acrobat Reader, use an Internet 
browser to download the reader from the Adobe home page at: 
http://www.adobe.com

You can view additional 3Com technical documentation on the 3Com 
home page at: 
http://www.3com.com

Click Support and look under Support Tools, Documents and Information.









3Com Corporation LIMITED WARRANTY

CoreBuilder® 9000 Enterprise Switch 8-slot Chassis (Model Number 3CB9E8) and 16-slot Chassis 
(Model Number 3CB9E16)

HARDWARE 3Com warrants to the end user (“Customer”) that this hardware product will be free from defects in workmanship 
and materials, under normal use and service, for one (1) year from the date of purchase from 3Com or its authorized 
reseller.

3Com’s sole obligation under this express warranty shall be, at 3Com’s option and expense, to repair the defective 
product or part, deliver to Customer an equivalent product or part to replace the defective item, or if neither of the 
two foregoing options is reasonably available, 3Com may, in its sole discretion, refund to Customer the purchase 
price paid for the defective product.  All products that are replaced will become the property of 3Com.  Replacement 
products may be new or reconditioned.  3Com warrants any replaced or repaired product or part for ninety (90) days 
from shipment, or the remainder of the initial warranty period, whichever is longer.

SOFTWARE 3Com warrants to Customer that each software program licensed from it will perform in substantial conformance to 
its program specifications, for a period of ninety (90) days from the date of purchase from 3Com or its authorized 
reseller.  3Com warrants the media containing software against failure during the warranty period.  No updates are 
provided.  3Com's sole obligation under this express warranty shall be, at 3Com's option and expense, to refund the 
purchase price paid by Customer for any defective software product, or to replace any defective media with software 
which substantially conforms to applicable 3Com published specifications.  Customer assumes responsibility for the 
selection of the appropriate applications program and associated reference materials.  3Com makes no warranty or 
representation that its software products will meet Customer’s requirements or work in combination with any 
hardware or applications software products provided by third parties, that the operation of the software products 
will be uninterrupted or error free, or that all defects in the software products will be corrected.  For any third-party 
products listed in the 3Com software product documentation or specifications as being compatible, 3Com will make 
reasonable efforts to provide compatibility, except where the non-compatibility is caused by a “bug” or defect in the 
third party's product or from use of the software product not in accordance with 3Com’s published specifications or 
user manual.

THIS 3COM PRODUCT MAY INCLUDE OR BE BUNDLED WITH THIRD-PARTY SOFTWARE, THE USE OF WHICH IS 
GOVERNED BY A SEPARATE END USER LICENSE AGREEMENT. THIS 3COM WARRANTY DOES NOT APPLY TO SUCH 
THIRD-PARTY SOFTWARE. FOR THE APPLICABLE WARRANTY, PLEASE REFER TO THE END USER LICENSE 
AGREEMENT GOVERNING THE USE OF SUCH SOFTWARE.

YEAR 2000 WARRANTY In addition to the Hardware Warranty and Software Warranty stated above, 3Com warrants that each product sold 
or licensed to Customer on and after January 1, 1998 that is date sensitive will continue performing properly with 
regard to such date data on and after January 1, 2000, provided that all other products used by Customer in 
connection or combination with the 3Com product, including hardware, software, and firmware, accurately 
exchange date data with the 3Com product, with the exception of those products identified at 3Com’s Web site, 
http://www.3com.com/products/yr2000.html, as not meeting this standard.  If it appears that any product that is 
stated to meet this standard does not perform properly with regard to such date data on and after January 1, 2000, 
and Customer notifies 3Com before the later of April 1, 2000, or ninety (90) days after purchase of the product from 
3Com or its authorized reseller, 3Com shall, at its option and expense, provide a software update which would effect 
the proper performance of such product, repair such product, deliver to Customer an equivalent product to replace 
such product, or if none of the foregoing is feasible, refund to Customer the purchase price paid for such product. 

Any software update or replaced or repaired product will carry a Year 2000 Warranty for ninety (90) days after 
purchase or until April 1, 2000, whichever is later. 

OBTAINING WARRANTY 
SERVICE

Customer must contact a 3Com Corporate Service Center or an Authorized 3Com Service Center within the 
applicable warranty period to obtain warranty service authorization.  Dated proof of purchase from 3Com or its 
authorized reseller may be required.  Products returned to 3Com's Corporate Service Center must be pre-authorized 
by 3Com with a Return Material Authorization (RMA) number or User Service Order (USO) number marked on the 
outside of the package, and sent prepaid and packaged appropriately for safe shipment, and it is recommended that 
they be insured or sent by a method that provides for tracking of the package.  Responsibility for loss or damage does 
not transfer to 3Com until the returned item is received by 3Com. The repaired or replaced item will be shipped to 
Customer, at 3Com's expense, not later than thirty (30) days after 3Com receives the defective product.

3Com shall not be responsible for any software, firmware, information, or memory data of Customer contained in, 
stored on, or integrated with any products returned to 3Com for repair, whether under warranty or not.



Dead- or Defective-on-Arrival.  In the event a product completely fails to function or exhibits a defect in materials or 
workmanship within the first forty-eight (48) hours of installation but no later than thirty (30) days after the date of 
purchase, and this is verified by 3Com, it will be considered dead- or defective-on-arrival (DOA) and a replacement 
shall be provided by advance replacement. The replacement product will normally be shipped not later than three (3) 
business days after 3Com’s verification of the DOA product, but may be delayed due to export or import procedures.  
The shipment of advance replacement products is subject to local legal requirements and may not be available in all 
locations. When an advance replacement is provided and Customer fails to return the original product to 3Com 
within fifteen (15) days after shipment of the replacement, 3Com will charge Customer for the replacement product, 
at list price.

Advance Replacement is provided for ninety (90) days, after which time it may be available for a specified fee. 3Com 
will make commercially reasonable efforts to ship the replacement product not later than five (5) business days after 
receiving the request for advance replacement, but may be delayed due to product avail- ability or export or import 
procedures. The shipment of advance replacement products is subject to local legal requirements and may not be 
available in all locations. When an advance replacement is provided and Custo- mer fails to return the original 
product to 3Com within fifteen (15) days after shipment of the replacement, 3Com will charge Customer for the 
replacement, at list price. This advance replacement is different from the fee-based Advance Hardware Replacement 
Service, which is available as a contracted service offering.

INCLUDED SERVICES: 

Telephone Support, with coverage for basic troubleshooting only, will be provided for ninety (90) days from the date 
of purchase, on a commercially reasonable efforts basis. Please refer to the Technical Support appendix in the Getting 
Started Guide for telephone numbers.

3Com’s Web and Bulletin Board Services provide 3Knowledgebase, bug tracking, documentation, release notes, and 
some software maintenance releases at no charge.

WARRANTIES EXCLUSIVE IF A 3COM PRODUCT DOES NOT OPERATE AS WARRANTED ABOVE, CUSTOMER'S SOLE REMEDY FOR BREACH OF 
THAT WARRANTY SHALL BE REPAIR, REPLACEMENT, OR REFUND OF THE PURCHASE PRICE PAID, AT 3COM'S 
OPTION.  TO THE FULL EXTENT ALLOWED BY LAW, THE FOREGOING WARRANTIES AND REMEDIES ARE EXCLUSIVE 
AND ARE IN LIEU OF ALL OTHER WARRANTIES, TERMS, OR CONDITIONS, EXPRESS OR IMPLIED, EITHER IN FACT OR 
BY OPERATION OF LAW, STATUTORY OR OTHERWISE, INCLUDING WARRANTIES, TERMS, OR CONDITIONS OF 
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, SATISFACTORY QUALITY, CORRESPONDENCE WITH 
DESCRIPTION, AND NON-INFRINGEMENT, ALL OF WHICH ARE EXPRESSLY DISCLAIMED.  3COM NEITHER ASSUMES 
NOR AUTHORIZES ANY OTHER PERSON TO ASSUME FOR IT ANY OTHER LIABILITY IN CONNECTION WITH THE SALE, 
INSTALLATION, MAINTENANCE OR USE OF ITS PRODUCTS.

3COM SHALL NOT BE LIABLE UNDER THIS WARRANTY IF ITS TESTING AND EXAMINATION DISCLOSE THAT THE 
ALLEGED DEFECT OR MALFUNCTION IN THE PRODUCT DOES NOT EXIST OR WAS CAUSED BY CUSTOMER'S OR 
ANY THIRD PERSON'S MISUSE, NEGLECT, IMPROPER INSTALLATION OR TESTING, UNAUTHORIZED ATTEMPTS TO 
OPEN, REPAIR OR MODIFY THE PRODUCT, OR ANY OTHER CAUSE BEYOND THE RANGE OF THE INTENDED USE, OR 
BY ACCIDENT, FIRE, LIGHTNING, POWER CUTS OR OUTAGES, OTHER HAZARDS, OR ACTS OF GOD.

LIMITATION OF LIABILITY TO THE FULL EXTENT ALLOWED BY LAW, 3COM ALSO EXCLUDES FOR ITSELF AND ITS SUPPLIERS ANY LIABILITY, 
WHETHER BASED IN CONTRACT OR TORT (INCLUDING NEGLIGENCE), FOR INCIDENTAL, CONSEQUENTIAL, 
INDIRECT, SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND, OR FOR LOSS OF REVENUE OR PROFITS, LOSS OF 
BUSINESS, LOSS OF INFORMATION OR DATA, OR OTHER FINANCIAL LOSS ARISING OUT OF OR IN CONNECTION 
WITH THE SALE, INSTALLATION, MAINTENANCE, USE, PERFORMANCE, FAILURE, OR INTERRUPTION OF ITS 
PRODUCTS, EVEN IF 3COM OR ITS AUTHORIZED RESELLER HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH 
DAMAGES, AND LIMITS ITS LIABILITY TO REPAIR, REPLACEMENT, OR REFUND OF THE PURCHASE PRICE PAID, AT 
3COM'S OPTION.  THIS DISCLAIMER OF LIABILITY FOR DAMAGES WILL NOT BE AFFECTED IF ANY REMEDY 
PROVIDED HEREIN SHALL FAIL OF ITS ESSENTIAL PURPOSE.

DISCLAIMER Some countries, states, or provinces do not allow the exclusion or limitation of implied warranties or the limitation of 
incidental or consequential damages for certain products supplied to consumers, or the limitation of liability for 
personal injury, so the above limitations and exclusions may be limited in their application to you.  When the implied 
warranties are not allowed to be excluded in their entirety, they will be limited to the duration of the applicable 
written warranty.  This warranty gives you specific legal rights which may vary depending on local law.

GOVERNING LAW This Limited Warranty shall be governed by the laws of the State of California, U.S.A., excluding its conflicts of laws 
principles and excluding the United Nations Convention on Contracts for the International Sale of Goods.

3Com Corporation, 5400 Bayfront Plaza, P.O. Box 58145, Santa Clara, CA  95052-8145 (408) 326-5000



EMISSIONS COMPLIANCE 
STATEMENTS FOR CLASS A 
PRODUCTS

Federal Communications
Commission Notice

This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 
of the FCC rules. These limits are designed to provide reasonable protection against harmful interference when the 
equipment is operated in a commercial environment. This equipment generates, uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the instruction manual, may cause harmful interference to 
radio communications. Operation of this equipment in a residential area is likely to cause harmful interference in 
which case the user will be required to correct the interference at his own expense.

Canadian Emissions
Requirements

This Class A digital apparatus meets all requirements of the Canadian Interference-Causing Equipment Regulations.

Cet appareil numérique de la classe A respecte toutes les exigences du Règlement sur le matériel brouilleur du 
Canada.

VCCI Class A Compliance

This is a Class A product based on the standard of the Voluntary Control Council for Interference by Information 
Technology Equipment (VCCI).   If this equipment is used in a domestic environment, radio disturbance may arise.   
When such trouble occurs, the user may be required to take corrective actions.

EMC DIRECTIVE 
STATEMENT

EMC Directive Compliance This equipment was tested and found to conform to the Council Directive 89/336/EEC for electromagnetic 
compatibility.   Conformity with this Directive is based upon compliance with the following harmonized standards:

Warning:   This is a Class A product. In a domestic environment, this product may cause radio interference, in which 
case you may be required to take adequate measures.

LOW VOLTAGE DIRECTIVE 
STATEMENT

Low Voltage Directive
Compliance

This equipment was tested and found to conform to the Council Directive 72/23/EEC for safety of electrical 
equipment.   Conformity with this Directive is based upon compliance with the following harmonized standard:

GENERAL APPROVAL 
STATEMENT FOR UK
UK General Approval Statement This equipment is manufactured to the international Safety Standard EN60950 and is approved in the UK under the 

General Approval Number NS/G/12345/J/100003 for indirect connection to the public telecommunication network.

AUSTRALIAN EMC 
FRAMEWORKS STATEMENT

Australian EMC Frameworks
Compliance

This product conforms to the EMC Frameworks and meets the Class A limits of AS3548.

EN 55022 Limits and Methods of Measurement of Radio Interference

EN 50082-1 Electromagnetic Compatibility Generic Immunity Standard:

Residential, Commercial, and Light Industry

EN 60950 Safety of Information Technology Equipment
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